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Test item description ..................... : Floodlight 

Trade Mark ...................................... : 

 
Brand ............................................... : MONDOLUX 

General remarks: 
"(See attachment #)" refers to additional information appended to the report. 
“(See remark #)” refers to a remark appended to the report. 
"(See appended table)" refers to a table appended to the report. 
Throughout this report a comma (point) is used as the decimal separator. 
 
Remark: 
1. Total 10 samples were selected in this test. 
2. Detail information for models covered in this report as below. 

Item Model Ratings CCT Driver 

1 Nilum Plus 150W 200-240VAC, 50/60Hz, 150W 5000K MEAN WELL;  
ELG-150-48A 

 
 

Possible test case verdicts:  

– test case does not apply to the test object  ............ : N (Not applicable) 

– test object does meet the requirement .................. : P (Pass)  

– test object does not meet the requirement  ........... : F (Fail) 
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Test conducted and method: 
Testing is performed in accordance with the procedures outlined in ANSI/IES LM-79-19. The sample(s) is 
evaluated for electrical characteristics, located in an accredited, temperature and humidity-controlled, draft 
free electrical laboratory. 
 

Physical and Environmental Condition 
The Physical and Environmental in which measured at a point not more than 1.5m from the sample(s) and at 
the same height as the sample(s) are being taken was maintained at ambient temperature 25°C ±1°C, and 
the airflow at around the sample(s) is less than 0.20 m/s of speed, and the relative humidity was monitored 
and maintained between 40% and 65%, and no excessive vibration in the laboratory. 
 
Electrical characteristics 
The voltage of an AC power supply (RMS voltage) and a DC power supply (instantaneous voltage) applied 
to the device under test are regulated to within ±0.2% under load. The AC power supply have a current crest 
factor capability greater than required by the device under test. The AC voltage component or ripple factor of 
the DC regulated voltage is less than 0.5% (RMS) of the DC regulated voltage. 
The AC power supply, while operating the product, there have a sinusoidal voltage wave-shape at the 
prescribed frequency 50Hz or 60Hz such that the RMS summation of the harmonic components does not 
exceed 3 percent of the fundamental during operation of the device under test, and the supplied frequency 
have a tolerance interval of ±2 Hz from the prescribed frequency. 
The device under test are operated at the rated RMS AC voltage, rated DC voltage, or rated DC current per 
the specification of the sample(s) for its normal use. The set value measurement is fall within a tolerance 
interval of ±0.5% for RMS AC voltage, ±0.2% for DC voltage, and ±0.2% for DC current. 
 
Seasoning and Stabilization 
No seasoning was performed in accordance with ANSI/IES LM-79-19.  
The stabilization time typically ranges from 30 minutes for small integrated LED lamps to two or more hours 
for large SSL luminaires. Stability was achieved when the variation (maximum-minimum) of at least 3 
readings of the light output and electrical power consumption, taken at a maximum of 10-minutes intervals 
over a period of 20 minutes and divided by the last of these measurements chronologically, is less than 
0.5%.  
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Appended-Test Data Sheet  
 
Table 1: 

Model: Nilum Plus 150W (Driver: MEAN WELL, ELG-150-48A) 

Input Voltage / Frequency: 240VAC, 50Hz 

Sample No. Input Power (LCP) (Watts) Input Current (Amps) Power factor 

1 157.8  0.6640  0.9897  

2 158.1  0.6650  0.9896  

3 158.1  0.6655  0.9896  

4 158.9  0.6684  0.9899  

5 156.4  0.6580  0.9900  

6 158.6  0.6678  0.9897  

7 158.1  0.6655  0.9895  

8 158.2  0.6658  0.9898  

9 159.3  0.6702  0.9897  

10 157.8  0.6636  0.9897  

Average value 158.1  0.6654  0.9897  
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Attachment 1: Test instruments 
 

Equipment Model/Type Cal. Due. Date 

AC power supply EVERFINE DPS 1060 2021-02-24 

Digital Power Meter EVERFINE PF2010A-V1 2021-02-24 

Temperature & Humidity Datalogger Testo 608-H1 2021-02-24 

Digital power meter YOKOGAWA WT310E 2021-02-24 
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Attachment 2: Photo Documentation 
 

Sample 1 

 
Photo 1 

 

 
Photo 2 
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Photo 3 

 
 

 
Photo 4 
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Sample 2 

 
Photo 5 

 

 
Photo 6 
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Photo 7 

 
 

 
Photo 8 
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Sample 3 

 
Photo 9 

 

 
Photo 10 
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Photo 11 

 
 

 
Photo 12 
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Sample 4 

 
Photo 13 

 

 
Photo 14 
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Photo 15 

 
 

 
Photo 16 
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Sample 5 

 
Photo 17 

 

 
Photo 18 
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Photo 19 

 
 

 
Photo 20 
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Sample 6 

 
Photo 21 

 

 
Photo 22 
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Photo 23 

 
 

 
Photo 24 
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Sample 7 

 
Photo 25 

 

 
Photo 26 
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Photo 27 

 
 

 
Photo 28 
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Sample 8 

 
Photo 29 

 

 
Photo 30 
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Photo 31 

 
 

 
Photo 32 
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Sample 9 

 
Photo 33 

 

 
Photo 34 
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Photo 35 

 
 

 
Photo 36 

 

http://www.waltek.com.cn/


Reference No.: WTF20F03012317N Page 24 of 25  
 

Waltek Services (Foshan) Co., Ltd. 
http://www.waltek.com.cn                                
 

Sample 10 

 
Photo 37 

 

 
Photo 38 
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Photo 39 

 
 

 
Photo 40 

 
 

====== End of Report ====== 
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